Slim Monitors

(Please contact the EIZO group company or distributor in
your country for the latest information.)

CE, CB, cTUVus, FCC-B, Canadian ICES-003-B, TUV/S, VCCI-B, EPA
Energy Star, RoHS, WEEE, China RoHS, CCC, EAC

CE, GB, cTUVus, FCC-B, Canadian ICES-003-B, TUV/S, VCCI-B, EPA

Energy Star, RoHS, WEEE, China RoHS, CCC, EAC

F
FlexScan EV2736 W FlexScan EV2436'W FlexScan EV2336 W
Cabinet Color |Gray, Black Gray, Black Gray, Black
Panel Type IPS IPS IPS
Backlight LED LED LED
Size 27" /68 cm (684 mm diagonal) 241" /61 cm (611 mm diagonal) 23" /58 cm (584 mm diagonal)
Native Resolution 2560 x 1440 (16:9 aspect ratio) 1920 x 1200 (16:10 aspect ratio) 1920 x 1080 (16: 9 aspect ratio)
Display Size (H x V) 596.7 x 335,6 mm 518.4 x 324,0 mm 509.1 x 286.4 mm
Pixel Pitch 0.233 x 0.233 mm 0.270 x 0.270 mm 0.2652 x 0.2652 mm
Display Colors 16.77 million 16.77 million 16.77 million
Viewing Angles (H/V, typ.)  178°,178° 178°,178° 178°,178°
Brightness (typical) 300 cd/m? 300 cd/m? 300 cd/m?
Contrast Ratio (typical) 1000:1 1000:1 1000:1
Response Time (typical) 6 ms (gray-to-gray) 6 ms (gray-to-gray) 6 ms (gray-to-gray)
Video Signals Input Terminals DisplayPort x 1 DVI-D 24 pin x 1 (with HDCP) D-Sub mini 15 pin x 1, DVI-D 24 pin x 1 (with HDCP), D-Sub mini 15 pin x 1, DVI-D 24 pin x 1 (with HDCP),
DisplayPort x 1 (with HDCP) DisplayPort x 1 (with HDCP)
Digital (H, V) gl —2 39 k;z,Hﬁga—m Hz (VGA Text: 69— 71Hz, WQHD ~ 31-76 kHz, 59— 61 Hz (VGA Text: 69 - 71 Hz) 31-68kHz, 59— 61 Hz (VGA Text: 69— 71 Hz)
A i 1Z)
Analog (H, V) - 31-81kHz, 5576 Hz 31-81kHz, 55-76 Hz
Sync Formats - Separate Separate
USB Function 1 port for monitor control 1 port for monitor control 1 port for monitor control
2-port USB hub 2-port USB hub 2-port USB hub
Standard USB2.0 USB2.0 USB2.0
Audio Speakers 1L0W+1.0W 10W+1.0W 1.0W+1.0W
Input Terminals 3.5 mm stereo jack 3.5 mm stereo jack 3.5 mm stereo jack
OQutput Terminals 3.5 mm headphone jack 3.5 mm headphone jack 3.5 mm headphone jack
Sound Adjustment Volume, Power Save, Source (DisplayPort) Volume, Power Save, Source (DisplayPort) Volume, Powsr Save, Source (DisplayPort)
Power Power Requirements AC100-120V/200-240V, 50/ 60 Hz AC100-120V/200—240V, 50/ 60 Hz AC100-120V/200-240V, 50/ 60 Hz
Max. Power Consumption 67 W 60W 40W
Typ. Power Consumption 24W 9w 1w
Power Save Mode Less than 0.5 W Less than 0.3 W Less than 0.3 W
Power Management Power Save (VESA DPM, DisplayPort Rev. 1.1a, and DVI Power Save (VESA DPM, DisplayPort Rev. 1.1a, and DVI Power Save (VESA DPM, DisplayPort Rev. 1.1a, and DVI
DMPM), Eco Timer DMPM), Eco Timer DMPM), Eco Timer
Features& | Preset Modes FineContrast (Paper, Movie, sSRGB, User1, User2) FineContrast (Paper, Movie, SRGB, User1, User2) FineContrast (Paper, Movie, SRGB, Ussr1, User2)
Functions  Auto EcoView Yes Yes Yes
EcoView Sense Yes Yes Yes
0SD Languages English, German, French, ltalian, Japanese, Simplified English, French, German, ltalian, Japanese, Simplified and ~ English, French, German, Italian, Japanese, Simplified and
Chinese, Spanish, Swedish, Traditional Chinese Traditional Chingse, Spanish, Swedish Traditional Chingse, Spanish, Swedish
Physical Dimensions (W x H x D) 640 x 404.5 —554.5 x 245 mm 552.5 x 368 —499 x 233 mm 540 x 368 —478.5 x 233 mm
Specifica-  pimensions (Without Stand, 640 x 379 x 65 mm 552.5 x 358 x 57 mm 540 x 3175 x 56 mm
tions WxHxD)
Net Weight 9.9kg 6.4kg 6.1 kg
Net Weight (Without Stand) ~ 7.3kg 4.1kg 3.7kg
Height Adjustment Range 150 mm 131 mm (maximum 140 mm) 140 mm
Tilt 35° Up, 5° Down 35° Up, 5° Down 35°Up, 5° Down
Swivel 344° 344° 344°
Pivot 90° 90° 90°
Hole Spacing (VESA Std) 100 x 100 mm 100 x 100 mm 100 x 100 mm
Certifications & Standards TCO Displays 6.0, EPEAT Gold (US), TUV/Ergonomics, TUW/GS, RCM,  TCO Displays 6.0, EPEAT Gold (US), TUV/Ergonomics, TUV/GS, RCM,  TCO Displays 6.0, EPEAT Gold (US), TUV/Ergonomics, TUV/GS, RCM,

CE, GB, cTUVus, FCC-B, Canadian ICES-003-B, TUV/S, VCCI-B, EPA
Energy Star, RoHS, WEEE, China RoHS, CCC, EAC

Supplied Accessories
(May vary by country. Please contact EIZ0 for details.)

AC pawer cord, signal cables (DVI-D — DVI-D[dual link supported]),
DisplayPort - DisplayPort), EIZ0 LCD Utllity Disk (PDF user's manual,
ScreenManager Pro for LCD [DDC/CI], EIZ0 ScreenSlicer software),
setup guide

AC power cord, signal cables (DVI-D — DVI-D, DisplayPort — Display-
Port), EIZ0 LCD Utility Disk (PDF user's manual, ScreenManager Pro

for LCD [DDC/CI], EIZ0 ScreenSlicer software), setup guide

AC power cord, signal cables (DVI-D— DVI-D, DisplayPort - Display-
Port), EIZ0 LCD Utility Disk (PDF user's manual, ScreenManager Pro
for LCD [DDC/CI), EIZ0 ScreenSlicer software), setup guide

Warranty Five Years Five Years Five Years
Zero Bright Pixels* Yes Yes Yes
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*6 months from the date of purchase



